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40 CFR Ch. I (7–1–20 Edition) § 761.45 

(1) All PCB Large Low Voltage Ca-
pacitors not marked under paragraph 
(a) of this section shall be marked indi-
vidually, or if one or more PCB Large 
Low Voltage Capacitors are installed 
in a protected location such as on a 
power pole, or structure, or behind a 
fence, then the owner or operator shall 
mark the pole, structure, or fence with 
the ML mark, and maintain a record or 
procedure identifying the PCB Capaci-
tors at the protected location. PCB 
Large Low Voltage Capacitors in inac-
cessible locations inside equipment 
need not be marked individually, pro-
vided the owner or operator marks the 
equipment in accordance with para-
graph (k)(2) of this section, and marks 
the individual capacitors at the time of 
removal from use in accordance with 
paragraph (a) of this section. 

(2) All equipment not marked under 
paragraph (a) of this section containing 
a PCB Transformer or a PCB Large 
High or Low Voltage Capacitor. 

(l)(1) All voltage regulators which 
contain 1.36 kilograms (3 lbs.) or more 
of dielectric fluid with a PCB con-
centration of ≥500 ppm must be marked 
individually with the ML mark as de-
scribed in § 761.45(a). 

(2) Locations of voltage regulators 
which contain 1.36 kilograms (3 lbs.) or 
more of dielectric fluid with a PCB 
concentration of ≥500 ppm shall be 
marked as follows: The vault door, ma-
chinery room door, fence, hallway, or 
means of access, other than grates or 
manhole covers, must be marked with 
the ML mark as described in § 761.45(a). 

[44 FR 31542, May 31, 1979. Redesignated at 47 
FR 19527, May 6, 1982, and amended at 47 FR 
37359, Aug. 25, 1982; 50 FR 29201, July 17, 1985; 
50 FR 32176, Aug. 9, 1985; 53 FR 12524, Apr. 15, 
1988; 53 FR 27329, July 19, 1988; 63 FR 35443, 
June 29, 1998; 64 FR 33760, June 24, 1999] 

§ 761.45 Marking formats. 
The following formats shall be used 

for marking: 
(a) Large PCB Mark—ML. Mark ML 

shall be as shown in Figure 1, letters 
and striping on a white or yellow back-
ground and shall be sufficiently dura-
ble to equal or exceed the life (includ-
ing storage for disposal) of the PCB Ar-
ticle, PCB Equipment, or PCB Con-
tainer. The size of the mark shall be at 
least 15.25 cm (6 inches) on each side. If 

the PCB Article or PCB Equipment is 
too small to accommodate this size, 
the mark may be reduced in size pro-
portionately down to a minimum of 5 
cm (2 inches) on each side. 

(b) Small PCB Mark—Ms. Mark Ms 
shall be as shown in Figure 2, letters 
and striping on a white or yellow back-
ground, and shall be sufficiently dura-
ble to equal or exceed the life (includ-
ing storage for disposal) of the PCB Ar-
ticle, PCB Equipment, or PCB Con-
tainer. The mark shall be a rectangle 
2.5 by 5 cm (1 inch by 2 inches). If the 
PCB Article or PCB Equipment is too 
small to accommodate this size, the 
mark may be reduced in size propor-
tionately down to a minimum of 1 by 2 
cm (.4 by .8 inches). 

[44 FR 31542, May 31, 1979. Redesignated at 47 
FR 19527, May 6, 1982] 

Subpart D—Storage and Disposal 
§ 761.50 Applicability. 

(a) General PCB disposal requirements. 
Any person storing or disposing of PCB 
waste must do so in accordance with 

VerDate Sep<11>2014 16:04 Sep 04, 2020 Jkt 250184 PO 00000 Frm 00200 Fmt 8010 Sfmt 8010 Q:\40\40V34.TXT PC31 E
C

01
A

P
92

.0
00

<
/G

P
H

>

kp
ay

ne
 o

n 
V

M
O

F
R

W
IN

70
2 

w
ith

 $
$_

JO
B


		Superintendent of Documents
	2021-05-18T11:00:54-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




